En-route charging stations allow electric vehicles to greatly extend their range. However, as a full charge takes a considerable amount of time, there may be significant waiting times at peak hours. To address this problem, we propose a novel navigation system, which communicates its intentions (i.e., routing policies) to other drivers. Using these intentions, our system accurately predicts congestion at charging stations and suggests the most efficient route to its user. We achieve this by extending existing timedependent stochastic routing algorithms to include the battery's state of charge and charging stations. Furthermore, we describe a novel technique for combining historical information with agent Permission to make digital or hard copies of all or part of this work for personal or classroom use is granted without fee provided that copies are not made or distributed for profit or commercial advantage and that copies bear this notice and the full citation on the first page. To copy otherwise, to republish, to post on servers or to redistribute to lists, requires prior specific permission and/or a fee. intentions to predict the queues at charging stations. Through simulations we show that our system leads to a significant increase in utility compared to existing approaches that do not explicitly model waiting times or use intentions, in some cases reducing waiting times by over 80% and achieving near-optimal overall journey times. This work was published at IJCAI 2013 [1] .
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The demonstrator visualises simulations of a network with five different charging stations and 20 vehicles driving from the same source to the same destination at the same time, along roads with stochastic driving times. The algorithms used to compute the policies for the vehicles can be changed, and queuing times as well as the average travel times are shown in small plots on the screen (see below).
